
 

Model  A  B  C  D  E  F  G  H  I  J K
0465 223,5 342,9 23,9 88,1 12,7 127,0 88,9 169,9 138,2 79,2 390,7 
0465 8.80 13.50 .94 3.47 .50 5.00 3.50 6.69 5.44 3.12 15.38
0765 225,5 341,4 23,9 88,1 15,9 127,0 88,9 169,9 138,2 79,2 390,7 
0765 8.88 13.44 .94 3.47 .625 5.00 3.50 6.69 5.44 3.12 15.38

Separate Drive Rotary Vane
Lubricated 0465, 0765 Series
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Product Dimensions (inches, mm)  
Dimensions are for reference only

Product Performance

Model 0465 Series
28 inHg max. vacuum
4.0 CFM open flow

Model 0765 Series
28 inHg max. vacuum
6.0 CFM open flow 

Product Features
• Lubricated operation

• Rugged construction/low maintenance

• Essentially pulse-free service

Includes 
• Oiler 

• Muffler V525

• Filter V500D

• Cooling fan B340C

• Coupling assembly AE541A (0465), 
AE541C (0765)

Recommended Accessories
• Base AB325

• Vacuum relief valve AA840A 

• Vacuum gauge AA640

• Coupling guard AE873

• Oil AD220

• Repair kit K234 (0465), K235 (0765)

Product Specifications

   RPM    Coupling    Net Weight 
Model Number Motor 60 cycle  50 cycle HP kW Guard Base Thermal protector  lbs   kg
0465-V2B Not included 1725  1425 1/4 0,19    15  6,8
0765-V6A Not included 1725  1425 1/3 0,25    14  6,3
0765-V7C	 Not	included	 1725	 	 1425	 1/3	 0,25	 •	 •	 	 19		 	 8,6
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